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TACKER
APLIKÁTOR PODLAHOVÝCH PŘÍCHYTEK 
FLOOR APPLICATOR CLAMPS

Návod k použití:
Tacker MCH - Aplikátor podlahových příchytek typu D, je určen ke snadné 
aplikaci podlahových příchytek při instalaci podlahového vytápění.

Pro správnou funkci aplikátoru používejte pouze originální podlahové 
příchytky MCH typu D, které jsou navrženy přímo pro tento typ aplikátoru.

Po vybalení aplikátoru nasaďte přiložené madlo na posuvnou tyč 
a připevněte šroubkem. Vyjměte ze zásobníku závaží a vložte originální 
podlahové příchytky MCH typu D ve svazku nebo volné, tak aby špičky 
příchytek směřovaly směrem dolů u paty aplikátoru. Po požadovaném 
naplnění zásobníku příchytkami, závaží vložte zpět do zásobníku.

Instruction for use:
Tacker MCH - Floor clamp applicator for clamp type D, is designed for 
easy application of floor clamps when installing underfloor heating.

Use only for proper applicator function original floor clamps MCH type D, 
which are designed specifically for this type of applicator.

After unpacking the applicator, place the included handrail on sliding 
bar and fasten with a screw. Remove from weight hopper and insert the 
original floor clamps MCH type D in a bundle or loose so that the tips the 
tabs pointed down at the base of the applicator. After required filling of 
the tank with clamps, weights put back in the tray
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